
LED signage lighting systems

Tetra® MS



With all-new 

Tetra® MS
Tetra® MS

Powerful all-new OptiLens™ X
Tetra® MS

Best-in-class loading
Tetra® MS

Improved stroke spacing 
Tetra® MS

OptiLens™ X

Tetra® MS Features
•  Wide 165° beam angle
•  Improved luminous intensity
•
•  24 Volt DC, Class 2 (UL), Class III (IEC)
•  UL Wet Rated & IP66 
•  5-year limited warranty

Tetra® MS
Can Depth Coverage

Small

Medium

Tetra® MS



Tetra® MS

Tetra® MS

Mechanical Outline & Viewing Angle

304.8
4 modules/foot

[ 2.03 ]
51.5

[ .41 ]
10.46

[ .54 ]
13.6

[ .97 ]
24.7



Components
SKU Description Details Color Pkg.

Quantity Additional Information

Tetra® White

Tetra® Warm White

Tetra® Warm White

Tetra® Warm White

Tetra® Warm White

Description CCT

Typical 
Brightness 

Typical 
Brightness Energy

Consumption
Energy

Consumption Power Supply Loading Viewing
Angle

165

165

165

165

25 165

1

mm2
Supply Wire

mm2
Supply Wire

mm2
Supply Wire

mm2
Supply Wire

- - -

Warranty
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